
INSTALLATION INSTRUCTIONS  
TWO POST SEISMIC WELDED DISTRIBUTION RACK 

Visit our website at www.Belden.com

 
For your safety, upon receipt of your Distribution Rack, read this instruction 
sheet carefully before starting any installation and assembly. 
 

 

CAUTION: 
 
This Distribution Rack system must be anchored securely to the floor in order to minimize 
the potential of accidentally tipping the unit during equipment installation.  Anchoring 
and selection of hardware should be performed by qualified personnel only. Anchoring 
hardware should be a minimum of 3/4 diameter. 
      

Instructions for the following Belden Racks: 
 
 
 
 
 
 
 
 
 
           
 
 
 
 
 
 

 
 

XDRS8419-610 
XDRS8423-610 

 
 
 
 
 

 
 

This product is UL listed and intended to house UL     Maximum Load Capacity 
Listed ITE, Audio or Video equipment and must be     Non-Seismic: 1500 lbs.* 
installed by a qualified professional.  This unit is not     Seismic: 900 lbs.* 
intended for use as a fire enclosure.       *Load evenly distributed 
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Before Un-packaging your Two Post Welded Rack read 
below. 
 

 
 
 
This distribution rack is shipped assembled and welded in one package, banded and shrunk wrapped to a 
skid.  In addition, a number of screws are provided for mounting equipment. 
 
Please make sure upon receipt of delivery that your packaging is in tact.  Carefully inspect the packaging 
for any noticeable damages.  If there is damage, please notify the freight carrier immediately to file a 
damaged freight claim. 
 
Once you have inspected the packaging for any damage; carefully remove the wrapping and banding 
from the skid and carefully remove your rack off the skid.   
 
Carefully remove the wrapping and banding from the package and remove your rack off the skid.   
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Rack Ordering Part Number 
Before starting installation verify that you received a rack with equipment mounting 
criteria based on the table below. 
 

Ordering 
Rack Part Number 

Equipment  
Mtg Width 

Flange 
Tapping 

Mtg Hole  
Thread Type 

Channel  
Width 

XDRS8419-610 19” Frt/Rear 10-32 6” 
XDRS8423-610 23” Frt/Rear 10-32  6” 

 
Assembly Hardware List 

Part 
Number Qty Description 

94088 2 1/4-20 KEP NUT (for Ground Stud) 
 

Mounting Hardware 
Part 

Number Qty Description 

91263 40 10-32 x 1/2”MS 
93076 40 External Tooth Washer 
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Anchoring Hardware should be a minimum of 3/4” 
diameter 
 

 
Mounting Hole Pattern  
 
This rack has been approved for installation in a Seismic Zone 4 area.  The rack’s performance in a Seismic 
Environment is critically affected by the anchoring process to the floor.  Due to the variety of floor 
substrate materials, no anchoring hardware is supplied with the rack.  Anchoring method and hardware 
choice is the responsibility of the installer.  Anchoring should only be performed by qualified personnel.  A 
minimum of 3/4” diameter hardware is required to maintain the Seismic rating at a Maximum of 900 lbs. of 
equipment weight.  Attaching the top of the rack to the building structure as an added anchoring brace, 
may also be considered. 
 
 
 
 
 
 
 
 
 
 
 

Figure 1 
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Grounding Stud 
Two, 1/4-20 X 3/4” long Grounding Studs are provided 
centered inside the left and right frame channels at a location 
6” up from the bottom, marked with a ground symbol as 
shown in Figure 2 below.  A 1/4-20 hex nut with a captive 
external tooth lock washer (Part Number 94088) is provided 
for attachment of the ground lug (not supplied).  The hex nut 
assembly is used to secure the ground lug in place. 
 

 
 
 
 
 
 
 Figure 2 

 
 
 
 
Equipment Installation  
Your Distribution Rack is provided as a Welded Two Post Distribution Rack with a standard 5/8” – 5/8” – 
1/2” rack spacing pattern of tapped #10-32 holes.  Your rail EIA rack units are marked for ease of panel and 
equipment alignment from rail to rail on the front and rear flanges. 
 
 
The XDRS Series Distribution Rack is supplied with #10-32 (Part Number 91263) Mounting Screws, along 
with External Tooth Washers (Part Number 93076) to be used in conjunction with each other for use 
during equipment mounting.   
 
 
 
 

You can now install your equipment. 
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