General Description:
Connecting Tool

Usage (Overall)
Suitable Applications: To terminate cables, pigtails or cross-connect wires on any 110 product.
Related Parts: 110 Connector, Tool Pouch, Pigtails, Cross-Connect Wire.

Physical Characteristics (Connectivity)
Dimensions
Dimensions:
<table>
<thead>
<tr>
<th>Height (in)</th>
<th>Width (in)</th>
<th>Length (in)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.500</td>
<td>1.000</td>
<td>6.250</td>
</tr>
</tbody>
</table>

Materials
Materials:
<table>
<thead>
<tr>
<th>Description</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>Handle</td>
<td>Plastic</td>
</tr>
<tr>
<td>Blade</td>
<td>Metal</td>
</tr>
</tbody>
</table>

Color
Color: Black

Weight
Weight: 0.250 lbs.

Packaging
Packaging: Individual packaged in carton.

Mechanical Characteristics (Connectivity)
Storage Temperature Range: -40°C To +70°C
Installation Temperature Range: -10°C To +60°C

Applicable Specifications and Agency Compliance (Overall)
Applicable Standards & Environmental Programs
EU Directive 2011/65/EU (ROHS II): Yes

Suitability
Suitability - Indoor: Yes - Indoor

Transmission Characteristics (Connectivity)

Notes (Overall)
Notes: Visit our web site at http://www.belden.com

Product Family

Put Ups and Colors:

<table>
<thead>
<tr>
<th>Item #</th>
<th>Putup</th>
<th>Ship Weight</th>
<th>Color</th>
<th>Notes</th>
<th>Item Desc</th>
</tr>
</thead>
<tbody>
<tr>
<td>AX100749</td>
<td>1 EA</td>
<td>0.364 LB</td>
<td></td>
<td></td>
<td>110 TOOL ASSEMBLY</td>
</tr>
</tbody>
</table>